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Tailings V2.10 
 

Release Notes 
 

4th November 2015 
 

 Version Highlights 
 

1.  64 bit compatibility! Tailings will run under the dedicated 64 bit 
version of Surpac running on 64 bit MS Windows. 
 

2. Compatibility issues with the recently released Surpac V6.7 have been 
resolved and tested. 
 

3. A trial mode has been implemented to allow several runs of 
tailings in standard mode in an attempt to find a suitable height for 
deposition within a given time limit. 
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 Important Note on Surpac 64 Bit Compatibly 
 
Please note that Tailings V2.09 and all previous versions will not function 
on the 64 bit versions of Surpac. 
 
Tailings V2.10 is now compatible with 64 bit versions of Surpac. Note 
that both 32 bit versions and 64 bit versions of Surpac with Tailings can 
coexist on the same computer. 
 

New Installer 
 
The installation program for Tailings has been re-written to solve a number 
of issues. It now correctly detects all versions of Surpac including 64 bit 
installations.  
 
The previous installer wrote a key into the computers registry which 
generally required computer administrator privileges. This no longer 
happens making the program easier to deploy in a restricted environment. A 
normal user should be able to run the installer. 
 
The installer contains all files for both 32 bit and 64 bit versions of Surpac, 
separate installers are not required. 
 

 Recommendations 
 
The following versions of Surpac have been tested with Tailings and appear 
to be stable; 

• Surpac 6.3+ 
• Surpac 6.4+  
• Surpac 6.5+ 
• Surpac 6.6+ 
• Surpac 6.7 

 
It is recommended to gain the full benefit of Tailings V2.10 that you use 
Surpac V6.3 or better 
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 Version Details  
 
In order to find a suitable height for tailings deposition within a given time 
period, a new trial mode has been implemented. The trial mode will run the 
standard mode of the Tailings function a given number of times for a given 
height adjustment to the discharge point. Each iterative run is reported to 
the csv file allowing the results to be graphed in order to find the best 
available height for the given time period. 
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Trial Mode Inputs 
  
Solve for multiple discharge point height adjustments 
 
Run the algorithm recursively to determine what effect incremental height 
adjustments on the discharge points will have. Each trial output is reported 
into the report file 
 
Number of trials to run 
 
Enter the number of trial runs to perform 
 
Discharge point height adjustment for each trial 
 
This is the value to adjust the discharge point heights by. The first trial 
starts off using the current discharge point heights with subsequent trials 
adjusting the discharge point heights by this value 
 
 

 Request for Enhancements 
 
If there are any new features that you would like to see in upcoming 
versions of Tailings please email support@minesolutions.com your requests 
or telephone David on +618 9312 6158. 
 
Tailings requires you the users input in order for it to grow and improve into 
the future. Your comments and suggestions are encouraged and are 
welcome. 
 
 

 


